
 

 

 

 

 

 

 

 

HB-84 & HB-85 
REMOVE 

Concentrated Wax Stripper 
With  (HB-85)Or Wi thout  (HB-84) Ammonia 

 
 
DESCRIPTION: 

 

A universal wax stripper that is effective on all types of f inishes including carnauba, metal 
interlocks, etc. Contains enough ammonia to work effectively, but is not obnoxious to the user. 
Product works fast even on heavy layers of wax accumulation. Safe for use on all resilient 
f looring surfaces. 

 

 

ADVANTAGES: 

 

Fast acting. Pleasant odor. Free rinsing. Economical -- highly concentrated. Readily soluble. 

Deep penetrating. Safe on f loor surfaces. Low foam. Conveniently packaged. 

 

 
AREAS OF USE: 
 
All resilient type floors. 
 
GENERAL DESCRIPTION: Liquid wax stripper with or wi thout  ammonia  
 
 
PROPERTIES: 

 

Form Liquid 

Color Pink 
Toxicity Low 
Wetting Ability Excellent 

Detergency Excellent 

Foaming Low 
Biodegradability Yes 
Emulsif ication Excellent 
Phosphates None 

Continued on the back... 

TECHNICAL DATA SHEET 
H & B Industries, INC  
Dallas, Texas 
(214) 350-1984 

H & B Supply, INC. 
Temple, Texas 
(254) 985-2525 

 



HB-84 & HB-85 Remove Concentrated Wax Stripper Continued.  
 
PROPERTIES: (Continued) 
 
Storage Stability      1 
Cold Stability       32° F 
Corrosion Factor      None 
Flash Point       None 
Boiling Point       212

0
F 

Vapor Pressure (mmHg)     N/A 
Vapor Density (Air =1)      N/A 
Solubility in Water      100% 
Solubility in Water       1.001 
% Volatile by Volume      83.0% 
Evaporation Rate      N/A 
pH        11-12 
Free Acid       None 
Wt. per Gallon       8.35 
 
 
SAFETY: 
 
Label use directions should be followed carefully. OSHA Material Safety Data Sheet available.  
 
USAGE: 
 
For heavy duty wax stripping, dilute 1 part with 3 parts hot water.  Apply and allow to soak 3-5 minutes, and 
remove with strip pads.  For automatic scrub machines, use at a rate of 2 oz. per gallon of water.  
 
CAUTION: Keep out of reach of children. Do not take internally. Observe all labor precautions. 


