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HB-69
WILDCAT

Emulsion Degreaser

DESCRIPTION:

 Cleans greases, oil and dirt from all types of metal, wood or concrete surfaces,
 Mix up to 8 parts of diesel or kerosene for maximum economy to the user.
 Rinses exceptionally well with water.

ADVANTAGES:

 Non-toxic and non-injurious.
 Non-caustic -- contains no acids or alkali.
 No offensive odors.
 No harmful vapors or fumes.
 Fast acting.
 Economical -- saves time and labor.
 Versatile -- safely used on metals.

AREAS OF USE:

Heavy motors Equipment
Machine shops Auto & truck repair
Airplane maintenance Shipyards
Railroad repair shops Road maintenance crews
Construction companies Mining companies
Industrial plants

GENERAL DESCRIPTION: Dilutable liquid solvent.

USAGE:

Dilute with up to 8 parts diesel or kerosene. May be used in dip tank, spray,brush or
similar methods of application. Rinse well with water.

SAFETY:

Label use directions should be followed carefully. OSHA Material Safety Data Sheet
available,

CAUTION:

FLAMMABLE. Keep away from heat, sparks and open flame. USE WITH ADEQUATE
VENTILATION. Avoid breathing of vapor and prolonged contact with skin. Keep
container closed. Keep out of reach of children.
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HB-69 PROPERTIES:

Form Liquid
Odor Mild
Color Amber
Toxicity Low
Wetting Ability Excellent
Detergency Excellent
Foaming Low
Biodegradability Yes
Emulsification Yes
Phosphates None
Storage Stability 1 yr.
Cold Stability 15° F
Corrosion Factor Minimum
Flash Point 175oF T.O.C.
Boiling Point 346°F
Vapor Pressure (mmHg) N/A
Vapor Density (Air - 1 ) N/A
Solubility in Water Soluble
Specific Gravity (N20-1) 0.8393
Free Acid None
% Volatile by Volume 88%
Evaporation Rate 0.06
pH N/A
Wt. per Gallon 7.0 Ibs.


